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Puddle Flange PFT

Product Name Puddle Flange PFT

Product Group Pipe Lead-Through

Product Description:

• Lead-through of pipes made of steel, cast iron, copper, plastic, !bre cement, concrete and 

vitri!ed clay pipes

• Pipe inlets through walls, ceilings, "oors, manholes, swimming pools and groundwater tanks

• prevents water from penetrating  if there is a gap between the pipe and the wall due to 

di#erent recesses

• In the case of "ood, groundwater or elevated groundwater levels near watercourses / rivers, 

the puddle "ange protects the structure against penetrating moisture.

• In of swimming pools and "oor troughs, the wall collar protects against leaking water or the 

subsoil in front of leaking liquids.

• The independent material testing institute MFPA Leipzig GmbH con!rmed – depending on 

the diameter – a sealing up to 8 bar.

• radon proof

• made of EPDM and V2A (1.4301) as standard
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Product 
Code

Size Range 
(mm)

Net Weight 
(kg)

Torque
(Nm)

PFT025 15 – 25 0.1 6

PFT032 26 – 33 0.1 6

PFT040 34 – 42 0.2 6

PFT050 43 – 54 0.2 6

PFT063 55 – 68 0.2 6

PFT075 69 – 83 0.2 6

PFT090 84 – 101 0.3 6

PFT110 102 – 118 0.3 6

PFT125 119 – 133 0.4 6

PFT140 134 – 148 0.4 6

PFT160 149 – 168 0.5 6

PFT175 169 – 190 0.5 6

PFT200 191 – 215 0.6 6

PFT225 216 – 240 0.6 6

PFT250 241 – 265 0.7 6

PFT275 266 – 290 0.7 6

PFT315 291 – 315 0.8 13

PFT325 316 – 340 0.9 13

PFT350 341 – 365 0.9 13

PFT375 366 – 390 1.0 13

PFT400 391 – 415 1.1 13

PFT425 416 – 440 1.1 13

PFT450 441 – 465 1.2 13

PFT475 466 – 490 1.3 13

PFT500 491 – 515 1.3 13

PFT525 516 – 540 1.4 13

PFT550 541 – 565 1.4 13

PFT575 566 – 590 1.5 13

PFT600 591 – 615 1.6 13

PFT630 616 – 640 1.6 13

Also available in V4A (1.4404) – plus 20 % of the list price. 

Additional sizes on request.

Product webpage:
Puddle Flange PFT


